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G484-172
Section 4.8.4 contains revised information on this topic. The
measures have been identified by the Applicant as part of the
Project.
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G484-173
The text has been revised.

G484-174
See the response to Comment G484-54.
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G484-175
SPCC plans are existing legal requirements; therefore, the
mitigation measure is not needed.
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G484-176
Section 4.8.4 has been updated; however, the Applicant included
the cited AM in the project description. As such, it must be
implemented by the Applicant or the Applicant's designated
representative.
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G484-177
See the response to Comment G484-176.
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G484-178
See response to comment G484-176.
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G484-179
The document states that the setback distance used could be
mandated by the CDFG or the USFWS. This AM was provided by
the Applicant.

G484-180
The AMs are part of the Project proposed by the Applicant.
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G484-181
Section 4.8.4 has been revised.

G484-182
Section 4.8.4 has been updated and clarified. See MM TerrBio-2g.
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G484-183
SoCalGas is the Applicant's designated representative. The
mitigation measures are considered appropriate and necessary.
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G484-184
Section 2.7.1 contains information on temporary work space
requirements.
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G484-185
The text has been revised.

G484-186
Mitigation measures in the October 2004 Draft EIS/EIR that
concerned horizontal directional drilling have been deleted. The
Project has been modified, and pipelines would be installed
beneath the shore using horizontal directional boring (HDB) instead
of horizontal directional drilling (HDD) technology because HDB
uses lower drilling fluid pressure, which minimizes or eliminates the
risk of fluids escaping into the surrounding formation or to the
surface. The Drilling Fluid Release Monitoring Plan (Appendix D1)
contains training and monitoring procedures to prevent releases of
drilling fluid.

Mitigation Measure WAT-3a would minimize the potential for an
accidental release of drilling fluids during construction at the shore
crossing and is also cited as a mitigation measure under Impact
GEO-1.

G484-187
See the response to Comment G484-3.



2004/G484

G484-188
See the response to Comment G484-3.
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G484-189
The text has been revised.

G484-190
Section 4.14.4 has been updated and the cited mitigation measure
has been deleted.

G484-191
This mitigation measure has been included to provide guidance to
ensure adherance to local noise ordinances.

G484-192
The pertinent text has been revised.

G484-193
The pertinent text has been revised.

G484-194
The pertinent text has been revised.
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G484-195
Secton 4.17.4 has been updated; see MM TRANS-1a.

G484-196
The pertinent text has been revised.
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G484-197
The pertinent text has been revised.

G484-198
The text has been revised.
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G484-199
The text has been revised.

G484-200
See response to Comment G484-165.
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